ok

FIRE&SAFETY

SIZE COMPARISON GUIDE

TRUSTED SINCE 1913

NANUK 903

L: 188 mm W: 124mm H: 79mm

L: 23Tmm W: 173mm H: 97mm

PELICAN 1120

L: 189mm W: 126mm H: 85mm

L: 214mm W: 172mm H: 98mm

NANUK 904:

L: 213mm W: 152mm H: 94mm

L: 259mm W: 20Tmm H: 114mm

PELICAN 1150:

L: 216mm W: 152mm H: 95mm

L: 240mm W: 198mm H: 109mm

NANUK 905:

L: 240mm W: 185mm H: 135mm

L: 315mm W: 255mm H: 150mm

PELICAN: 1300:

L: 233mm W: 178mm H: 155mm

L: 270mm W: 246mm H: 174mm

NANUK 908:

L: 336mm W: 234mm H: 104mm

L: 318mm W: 249mm H: 203mm

PELICAN 1300:

L: 233mm W: 178mm H: 155mm

L: 270mm W: 246mm H: 174mm

NANUK 910:

L: 336mm W: 234mm H: 104mm

L: 363mm W: 282mm H: 120mm

PELICAN 1400

L: 300mm W: 225mm H: 132mm

L: 339mm W: 295mm H: 152mm

NANUK 915:

L: 350mm W: 235mm H: 155mm

L: 390mm W: 310mm H: 170mm

PELICAN 1400

L: 300mm W: 225mm H: 132mm

L: 339mm W: 295mm H: 152mm

NANUK 918:

L: 378mm W249mm x H218mm

L: 429mm W: 328mm H: 236mm

PELICAN 1500

L: 425mm W: 284mm H: 155mm

L: 470mm W: 357mm H: 176mm

NANUK 920:

L: 380mm W: 265mm H: 155mm

L: 425mm W: 340mm H: 170mm

PELICAN 1450

L: 372mm W: 260mm H: 155mm

L: 420mm W: 33Tmm H: 174mm

NANUK 923:

L: 422mm W: 287mm H137mm

L: 472mm W: 366mm H: 161Tmm

PELCIAN 1490

:451Tmm W: 289mm H105 mm

L: 504mm W: 354mm H: 119mm

NANUK 925:

L: 430mm W: 300mm H: 160mm

L: 475mm W: 375mm H: 180mm

PELICAN 1500

L: 425mm W: 284mm H: 155mm

L: 470mm W: 357mm H: 176mm

NANUK 930:

L: 455mm W: 330mm H: 175mm

L: 500mm W: 405mm H: 190mm

PELICAN 1520

L: 459mm W: 327mm H: 171Tmm

L: 502mm W: 400mm H: 188mm

NANUK 933:

L: 457mm W: 330mm H: 241Tmm

L: 505mm W: 409mm H: 257mm

PELICAN 1550

L: 468mm W: 355mm H: 193mm

L: 524mm W: 428 mm H: 206mm
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FIRE&SAFETY

SIZE COMPARISON GUIDE

TRUSTED SINCE 1913

NANUK 935:

L: 521mm W: 287mm H: 191Tmm

L: 559mm W: 356mm H: 229mm

PELICAN 1510

L: 50Tmm W: 279mm H: 193mm

L: 559mm W: 35Tmm H: 229mm

NANUK 938:

L: 546mm W:318mm H: 294mm

L: 605mm W: 394mm H:336mm

PELICAN 1637 Air

L: 595mm W: 446mm 337mm

L: 676mm W: 525mm H: 378mm

NANUK 940:

L: 508mm W: 356mm H: 203mm

L: 557mm W: 429mm H: 216mm

PELICAN 1550

L: 468mm W: 355mm H: 193mm

L: 524mm W: 428mm H: 206mm

NANUK 945:

L: 559mm W: 432mm H: 208mm

L: 638mm W: 505mm H: 224mm

PELICAN 1600

L: 546mm W: 420mm H: 203mm

L: 619mm W: 492mm H: 223mm

NANUK 950:

L: 521mm W: 389mm H: 257mm

L: 579mm W: 465mm H: 297mm

PELCIAN 1610

L: 553mm W: 424mm H: 270mm

L: 630mm W: 500mm H: 302mm

NANUK 955

L: 559mm W: 432mm H:259mm

L: 650mm W: 508mm H: 300mm

PELICAN 1620

L: 545mm W: 417mm H: 318mm

L: 626mm W: 497mm H: 353mm

NANUK 960:

L: 559mm W: 432mm H: 328mm

L: 645mm W: 508mm H: 368mm

PELICAN 1620

L: 545mm W: 417mm H: 318mm

L: 626mm W: 497mm H: 353mm

NANUK 963

L: 737mm W:457mm H: 269mm

L: 826mm W:533mm H: 312mm

PELICAN 1690

L: 762mm W: 635mm H: 38Tmm

L: 847mm W: 722mm H: 463mm

NANUK 965

L: 737mm W: 457mm H: 356 mm

L: 826mm W: 536mm H: 406 mm

PELCIAN 1690

L: 762mm W: 635mm H: 38Tmm

L: 847mm W: 722mm H: 463mm

NANUK 968

L: 54mm6 W:546mm H: 300 mm

L: 610mm W: 627mm H: 345 mm

PELICAN 1640

L: 602mm W: 610mm H: 353mm

L: 691Tmm W: 699mm H: 414mm

NANUK 970

L: 610mm W: 610mm H: 361 mm

L: 699mm W:69Tmm H: 406 mm

PELICAN 1690

L: 762mm W: 635mm H: 381Tmm

L: 847mm W: 722mm H: 463mm

NANUK 985

L: 930mm W:368mm H: 152 mm

L: 1010mm W: 440mm H: 168 mm

PELCIAN V700

L:927mm W:368mm H: 152mm

L: 1006mm W: 448mm H: 169mm
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